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Santrauka

Straipsnyje apibendrinti 2003-2005 m. Lietuvos žemdirbystės institute, lengvo priemolio rudžemyje, atliktų tyrimų, kurių tikslas – ištirti supaprastinto žemės dirbimo būdų, galinčių būti sėkmingai taikomų pavasarį, įtaką fizikinėms dirvožemio savybėms (tankiui, kietumui, oro laidumui, agregatinei sudėčiai ir drėgmei), duomenys.

Bandyme auginti vasariniai miežiai, vasariniai rapsai ir vasariniai kviečiai. Nusta​tyta, kad tiesioginė sėja sąlygojo didžiausią dirvožemio kietumą visame tirtame (0-20 cm) sluoksnyje, palyginus su dirvų giliu bei sekliu arimu ar sekliu skutimu, tačiau ilgiau išsaugojo augalų dygimui ir augimui reikalingos drėgmės kiekį. Vien tiesioginė sėja lėmė didžiausią dirvožemio tankį visame tirtame armens sluoksnyje iki pat augalų vegetacijos pabaigos bei didžiausią dirvožemio agregatų patvarumą. Tiesioginė sėja mažino oro laidumą 0-10 cm sluoksnyje. Sekliai skustuose laukeliuose dirvožemio kietumas buvo mažesnis nei tiesioginės sėjos, bet didesnis nei sekliai artuose laukeliuose, o skutimo įtaka, taupant drėg​mę, prilygo tiesioginės sėjos įtakai. Žemės dirbimo seklinimas 0-10 ir 10-20 cm sluoks​niuose didino vandenyje patvarių agregatų kiekį. Seklus skutimas sąlygojo oro laidumo sumažėjimą 5-10 ir 10-15 cm sluoksniuose, palyginus su seklaus arimo įtaka. Sėja sėjamąja su diskiniais noragėliais, agreguojant su sunkiaisiais spygliuotais tankinimo volais, sekliai artuose ir sekliai skustuose laukeliuose sąlygojo didesnį dirvožemio kietumą, padėjo išlai​kyti didesnę drėgmę, labiausiai didino tankį 0-5 cm dirvožemio sluoksnyje, palyginus su sėjamosios su inkariniais noragėliais naudojimu ir po sėjos volavimu sunkiaisiais (Kembri​džo tipo) volais. Pasiteisino sėjamosios su diskiniais noragėliais naudojimas tiek sekliai artoje (15-17 cm), tiek sekliai skustoje (5-7 cm) dirvoje – sėklos guoliavietėje, viršutiniame 0-2 cm sluoksnyje, vyravo agregatai, kurių skersmuo > 5 mm.

Reikšminiai žodžiai: žemės dirbimas pavasarį, dirvožemio tankis, oro laidumas, kietumas, drėgmė, agregatai.
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REDUCED  TILLAGE  IN  SPRING: 1. INFLUENCE  ON  SOIL  PHYSICAL  PROPERTIES

V. Feiza, D. Feizienė, I. Deveikytė

Summary

The goal of this research was to investigate the influence of different reduced spring tillage methods, that can successfully replace autumn tillage, on soil physical properties (bulk density, penetration resistance, air-permeability, aggregate composition and soil moisture content).  

The field experiment was set up at the Lithuanian Institute of Agriculture in 2003-2005 on a light loam Endocalcari-Epihypogleyic Cambisol. Spring barley, spring oil-seed rape and spring wheat were grown.

It was revealed that the highest penetration resistance was under direct drilling in a whole 0-20 cm soil depth as compared to deep or shallow ploughed plots, while soil moisture content was higher in direct drilled plots. Soil bulk density was also higher up to the crop vegetation period ceased in direct drilled plots and had the greatest amount of water-stable aggregates. Air-permeability was lower in direct drilled plots at 0-10 cm soil depth. In shallow stubble cultivated plots penetration resistance was lower than in direct drilled plots, but higher than in shallow ploughed ones. Soil moisture content in shallow cultivated treatment was similar to that of direct drilling. Higher amount of water-stable aggregates was recorded in reduced tillage plots in 0-10 and 10-20 cm soil depth. Shallow stubble cultivation reduced air-permeability in 5-10 and 10-15 cm soil depth as compared to that of shallow ploughing. Disc seed drill in combination with a heavy spiked roller was responsible for a greater penetration resistance and a higher soil moisture content and a higher bulk density in 0-5 cm soil depth either in shallow or in deep ploughed plots as compared to action on soil properties of a shank seed drill followed by rolling with a heavy duty roller (Cambridge type) as a separate operation. The use of the disc seed drill was successful both on shallow ploughed (to 15-17 cm depth) and shallow stubble cultivated (to 5-7 cm depth) land. In both cases the amount of soil aggregates (> 5 in diameter mm) reached up to 55-58 % in the upper 0-2 cm seedbed layer.
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